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Floorcovering installation guide 
 
Your new floorcovering will arrive in panels 1200mm wide and will include an overlap 
to trim. If you think you might need help, ask a friend for an extra pair of hands or call 
in an installer to fit. 
 
You’ll have already measured up the full room area before letting us know what to 
produce – don’t forget to always measure to the widest point if the floor narrows and 
disregard any obstacles as these will need to be simply trimmed out when installing.  
 
Before installing 
The longevity and appearance of any vinyl floor installation lies in the preparation and 
quality of the subfloor it’s being laid upon. Prior to fitting, we recommend checking 
the floor for any defects and ensure that the surface is smooth, flat, clean and dry. 
Ensure there are no gaps between floorboards that may cause bumps and lumps and 
any unevenness needs to be leveled out if applying over concrete or tiles. 
 
If there is a combination of very dark or light patches on the subfloor, these may need 
to be covered with floor paint and allowed to dry prior to the installation. 
 
Remove all panels from the packaging and leave loosely rolled for at least 24 hours 
prior to installation to let the vinyl acclimatise to the room temperature. Its also worth 
checking the room with a hydrometer – if the reading is above 75% RH, it’s crucial 
that a surface damp proof membrane is installed. If you are unsure as to the makeup 
of your existing subfloor, it is always worth calling a professional installer for advice. 
 
When ready, lay out your panels and check everything looks as it should – get an idea 
of where the panels are going and how it all lines up. Any issues, let us know now as 
we can’t accept any returns once the product has been installed. 
 
Laying the first floor length 
After laying out the prints, start to match the pattern on the panels across the joins. 
Work out the required position, remembering that all panels have an overlap of 
approximately 20mm where the pieces will be joined. Make sure that the 
floorcovering covers your entire floor area. There will be a small excess running up 
the wall. 
 
Trimming the outer edge of your floor 
First, trim the outer edge of your floorcovering. To do this, press the vinyl firmly 
against the base of the skirting board or wall using a small wooden block or similar. 
Using a long ruler or other straight edge and a sharp Stanley knife, trim away the 
excess leaving a 1mm gap between the edge of the floorcovering and the wall to 
allow for normal room expansion and contraction.  
 
When cutting the strips, always make sure there is no movement between the panels 
and no joins are becoming misaligned 
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Deciding how to stick your floorcovering down 
Our floorcovering can be glued down by applying a specialist acrylic adhesive to the 
subfloor, (we recommend Ball Styccobond F46 or F48). In lighter traffic areas and 
smaller spaces (less than 10 square metres), a suitable vinyl floor tape or vinyl flooring 
spray adhesive can be used.  
If gluing, make sure the panel’s subfloor area is covered apart from 100mm or so 
where the seams will need to be trimmed and joined. It’s sometimes easier to roll back 
some of the floorcovering, making sure its not too severe as to put any creases in the 
vinyl, and glue a section at a time. Always cover a workable amount at a time and 
after applying, roll the vinyl back down releasing any little air pockets that may be 
underneath. 
 
Joining panels 
When the panels are laid there will be an overlap. To trim the overlap and create a 
neat seam, use a sharp blade, take your time and cut all the way through the middle of 
the overlap. Use a large ruler to maintain a straight line. Hold the blade at 90 degrees 
to cut through both panels without lifting the knife away from the floorcovering. Lift 
out the excess flooring, apply adhesive or tape to this dry zone, and using a wallpaper 
type roller if necessary, smooth down the seams ensuring they are level and fit 
together evenly.  
 
 
If you need to seal the joins for an extra watertight fit, let us know so we can send 
over specific information and recommendations for cold weld application. 
 
Additional information: 
Keep traffic off the floor for at least 24 hours after installation and heavy loads for at 
least 72 hours. Do not slide heavy loads over the floorcovering  - always lift and be 
careful. 
 
As with all vinyl floorcoverings, make sure any furniture legs have large surface floor 
protectors to stop any marks or dents forming. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


